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• Location: Lab 202. 
• Temperature range: 50C to 275C. 
• Exterior  LxWxH: 23.5x25.75x39.25 in. (60x65x100cm). 
• Chamber DxWxH: 18x18x26.5 in. (46x46x67 cm). 
• Electrical Requirements: 120V, 60Hz, 15A, 1800W. 
 
 
 

Blue M Stabil-Therm DL-112C-2 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 

 

• Location: Lab 304. 
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• Temperature range: up to 300C/572F. 
• Exterior  LxWxH: 22x28x41 in. (55x70x103cm). 
• Chamber DxWxH: 15x20x20 in. (37x50x50 cm). 
• Electrical Requirements: 240V, 60Hz, 1Ph. Line current: L1=8A, L2=8A. 
 
 

Lindberg/Blue M Gravity Convection Oven SW-17TA1 
 

 
 
 
 
 
 
 
 

 
 
   
 
 

 

 

 
 
• Location: Lab 302. 
• Temperature range: up to 200C/392F. 
• Exterior  LxWxH: 13x19x23 in. (32.5x47.5x57.5cm). 
• Chamber DxWxH: 12x17x15 in. (30x42.5x37.5 cm). 
• Electrical Requirements: 120V, 60Hz, 1Ph. Line current: L1=13A, L2=13A. 
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